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MELBOURNE PANEL MODEL RENOVATION PANEL MODEL

Description:

Replacement panels are the ideal solution for any old pools that
have to be renovated to adapt to current standards and to give
them a new lease of life.

Description:

Melbourne panels are a range of prefabricated panels for event
pools, specifically designed for pool depths from 2.5 to 3.5 m.The
self-supporting framework is anchored to the base slab and has a
structure for building the outer decking. Ideal for building Olympic
and synchronized swimming pools.

Quick and easy to fit without the need to demolish the whole of

a pool. Using galvanized steel replacement panels, only the pool’s
coping has to be demolished and a new overflow channel installed.
Ceramic and non-ceramic finishes are available, and they have
built-in drainage outlets. The most inexpensive solution to give
your pool a new lease of life.

Temporary events. This type of panel is suitable for use in temporary
events. The design of these pools makes it perfectly feasible to add
bleachers in a stadium and they have an outer decking.

Galvanized steel panel suitable for pools of up to 3.5 m with
structure to install the pool decking. Galvanized steel SkyPool panel suitable for renovating

any existing pool.
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GENERAL SPECIFICATIONS GENERAL SPECIFICATIONS
PANEL HEIGHT (ML) 2,5 3,0 3,5 CERAMIC NON-CERAMIC
WIDTH (ML) 1.0 ML STANDARD SIZE (SPECIAL SIZES AVAILABLE ON REQUEST) PANEL TYPE OVERFLOW CHANNEL OVERFLOW CHANNEL & OVERFLOW CHANNEL OVERFLOW CHANNEL &
WALL WALL
PANEL WEIGHT (KG) 1255 1370 1545
DEPTH H (ML 0,44 1,2 0,44 1,2
PANEL ANCHORS CHEMICAL M12 M16 ML)
TYPE DEPTH L (ML) - -
REINFORCEMENT AN- (8.8) M16 M20 WIDTH (ML) 1.0 ML STANDARD SIZE (SPECIAL SIZES AVAILABLE ON REQUEST)
CHORS PANEL WEIGHT (KG) 36 55 32 51
PANEL FASTENING 4 M12
S e PANEL ANCHORS CHEMICAL M12
SCREWS
TYPE
*
e PANEL FASTENING (8.8) M16
ON PANEL AX A ASK FOR DETAILS SCREWS
KN
LD FINISHES AND MATERIALS
ON TENSIONER AY B

(KN) PANEL MATERIALS S235JR STEEL ACCORDING TO STANDARD UNE EN 10025

FINISHES AND MATERIALS PANEL FINISH HOT-DIPPED GALVANIZED AND STAINLESS STEEL ACCORDING TO STANDARD UNE-EN-ISO 1461: 2009
PANEL MATERIALS S235JR STEEL ACCORDING TO STANDARD UNE EN 10025 WATERPROOFING REINFORCED ALKORPLAN-2000 LINER
PANEL FINISH HOT-DIPPED GALVANIZED AND STAINLESS STEEL ACCORDING TO STANDARD UNE-EN-ISO 1461: 2009 CERAMIC FINISH ERGO 216 NON-SLIP + 035 NON-SLIP ROSA GRES DOES NOT APPLY
WATERPROOFING REINFORCED ALKORPLAN-2000 LINER *Considered water level hydrostatic load and variable loads according to standard UNE-EN-ISO 13451-1 on pool equipment
CERAMIC FINISH ERGO 216 NON-SLIP + 035 NON-SLIP ROSA GRES
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* Considered water level hydrostatic load and variable loads according to standard UNE-EN-ISO 13451-1 on pool equipment
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SPECIFIC PANEL MODELS SKYPOOL CONSTRUCTION APPLICATIONS

ARCHITECTURAL
SOLUTIONS .

There are numerous building options using
SkyPool panels for any given project.

There is always a solution that adapts to
your construction requirements. Consult
our Technical Dept. to find the most suitable
solution for your circumstances.

STEP PANELS SWIMMER GLASS SIGHT PANEL EGARA

Description: FOOTHOLD PANEL Description:
Panels with built-in ladders that L Glass windows so that trainers
comply with FINA standards. Supplied ~ Description: and physiotherapists at high
with split ladder, fastenings and Built-in foothold at a depth of 1.2 performance and rehabilitation
asymmetric handrails to make it easy ™ for swimmers to rest. centers are able to observe
for swimmers to get in and out of a swimmers underwater. ‘ ‘
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making savings on the cost of building work. L HTE
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WELLNESS AREAS [

The combination of curved-shaped
panels is ideal for wellness areas. o e [ o |
Interior walls, benches, etc. ‘ ‘ ‘
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INCLINED PANELS CURVED PANELS

Description: Description:
Inclined panels can be supplied to the Round and semicircular panels. They can used
specifications of an architectural project. to build free-form walls. Ideal for wellness

centers and leisure areas.

Liner weided to
Deck(by others] waterproofing doth

| Geotextile

TECHNICAL ROOM

Draining
tube
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INFINITY /| COMPENSATION INTERIOR WALLS TECHNICAL PANEL ROOM IN-GROUND

TANK PANEL Description: Th lcan b d from the back SkyPool panels can be used for i d

o Dividing walls for areas around ladders, ramps £ € panel can be acczs§e rom the back. Y |°° [IJane s CaIT € usedtor '”'950‘;"‘
Description: . . for the disabled, and for separating leisure asy maintenance and inspection pools as long as allowances are made for
Infinity effect thanks to the specific design areas and spa zones. land drainage

of the overflow channel. It is possible to
use designs in which the overflow channel
doubles as a compensation tank.
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POOL WATERPROOFING USING A REINFORCED PVC-P LINER

The liner made of 150/100 reinforced PVC-P (plasticized polyvinyl
chloride) is the most commonly used system for covering liner pools

as it is extremely flexible, resistant to tearing, easy to weld, resistant to
bleaching from UV rays and because it comes in a wide range of colors.
Renolit Alkorplan® reinforced membranes are 100% watertight and 100%
recyclable.
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SPARGER SYSTEM

SAFETY IN DIVING

When diving off a diving board, the undisturbed water forms a fairly
resistant surface, which if combined with a bad descent can result in
serious injury on impact.

AstralPool has added Sparger technology to its pools, in the shape of a
new safety system for diving pools. Air is released at high pressure from
the pool floor, which forms a large amount of bubbles when it mixes
with the water to form a cushion for divers. This reduces the

risk of injury and divers are more confident when they dive into the
water, whether they are beginners or athletes.

LENGTH 55M 3.0M
JUMP HEIGHT 10M/7.5M 5M/3M
" "
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AUTOMATIC AND MANUAL USE

COMPRESSED AIR EQUIPMENT CONTROL GROUP DIFFUSER DRAWERS

l

Compressed air Air tank Electrical control - Pneumatic control Compressed air inlet Chemical anchorage Stainless steel diffuser Concrete base

Regulation and control system

COMMERCIAL SKYPOOL

MOVABLE WALL - MANUAL OR AUTOMATIC

Multipurpose pools

By using a movable wall, a pool can be turned into a
multipurpose facility that adapts to different public uses
and can be divided into work areas.

Movable wall: versatility

A movable wall or bulkhead is a vertical underwater
structure able to move lengthwise across a pool floor to
form a physical barrier.

This enables facilities to be more financially profitable as
they can make the most of their capacity by running
various activities at the same time in a siingle pool.

This system makes it possible to make the most of the
space in a pool as it divides it into areas for different
uses. This therefore makes better use of space and gives
swimmers a greater variety of options for a lower overall
cost.

The framework of a movable wall is made of stainless
steel and ABS slats, and it rests on rails fitted on adjacent
decking. It moves by means of two mechanical flywheels
that may be automated as an added extra.

STANDARD MODEL (1 piece)

GENERAL SPECIFICATIONS
MATERIALS
STRUCTURE MADE OF AISI-304

SURFACE OF WHITE ABS SLATS
POLISHED STAINLESS STEEL (AISI-316) FINISH
RAILS IN STAINLESS STEEL (AISI-316) FINISH
MATERIALS
MANUAL TRACTION
MECHANICAL TRACTION WITH WHEEL
TRACTION MOTOR
MATERIALS
RAILINGS
STARTING BLOCK ANCHORS
LAN ROPE ANCHORS

STARTING BLOCKS
SWIMMER STEP
TUBE FOR LANE ROPES/ROPE ANCHOR
SWIM LADDER

A single pool for a whole host of activities.

The installation of AstralPool’s movable pool floor makes
it possible to use a single swimming pool to stage several
activities at the same time that require various depths

of water, such as competitions, synchronized swimming,
leisure activities, rehabilitation exercises and water
aerobics.

The system is based on a mobile platform submerged

in the water that changes the height of the pool shell,
which enables a number of areas of varying depths to be
created according to needs. In addition, the movable pool
floor can be used to partially or totally cover a pool, which
means greater energy savings and safety.

SKYPOOL
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SWIMWALL SYSTEMS

— Description:
SwimWall Systems™ provide unprecedented swimming pool flexibility and
e thus more revenue opportunities. SwimWalls are positioned on the pool
floor when not in use. By filling the wall with air, it moves into a vertical
position, forming a pool wall that is designed to fit around lane lines. This
system effectively doubles the number of lanes, or offers the flexibility to

have some swim lanes 50 metres in length, and others 25 metres.
Description:

The S.R.Smith Bulkhead offers swimming pool flexibility by separating

a commercial pool into a variety of separate spaces for various aquatic
programs and is used for FINA sanctioned short or long course swimming
competitions. The Bulkhead can also be used to define water polo fields
and allow officials a walking bridge along the playing field. For day-to-
day operation, a Bulkhead provides separate areas for a wide variety of
competitive and recreational aquatic activities.

ENDWALLS
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s ' = : : '- c Endwalls are designed to provide a safe and efficient means of managing
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i = | ———— - I 3 g competition and fitness swimming in an overflow or ‘wet deck’ pool

— i G g . environment. Our advanced and innovative Pultruded FRP EndWall
is chemical and UV resistant in even the most demanding facility
environments. Precision engineering and production ensure that FINA
tolerances are maintained.
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MOVEABLE FLOORS

Description:

Our Akvo moveable floor solutions are made of a a rigid 316L stainless
steel, self-supporting f loor driven by lifting columns called Spiralift.
Innovative and hassle-free, this technology is very robust and can stand
up to wear, chlorine and heavy—even very heavy!—Iloads. The high load
capacity of our moveable floors meets the international standard of 65
kg/m2, which can be easily increased with additional lifting columns. An
adjustable system that meets your every need—that’s the real value of
made-to-measure.

Description:

The unique SR Smith static wall allows for pools to be reconfigured in a
semi permanent way, allowing for a rigid, trafficable structure to divide
one body of water into multiple pools.

- Corrosion proof composite and engineered polymer construction

+ Non-slip walkway for coaches and teachers

« Flow through micromesh grating - allows for complete circulation
through both bodies of water

- Shallow anchoring method prevents damage to pool floor and structure

« Fast Installation - within 3 days

« Australian made
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FLUIDRA

COMMERCIAL POOL SOLUTIONS

FOR ALL YOUR COMMERCIAL POOL NEEDS, CONTACT FLUIDRA

AUSTRALIA

PH: (07) 3812 2283
AU.COMMERCIAL@FLUIDRA.COM
FLUIDRA.COM.AU/COMMERCIAL

NEW ZEALAND

PH: (08) 0080 7665
APAC.NZORDERS@FLUIDRA.COM
FLUIDRA.CO.NZ/COMMERCIAL




